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PROTECTING YOUR DREAMS SINCE DECADES



@

MISSION
@ VISION O
To continuously grow by serving the VISION

needs for strong, safe and sustainable

infrastructure. @

VALUES

@ MISSION AN

To inspire development of the best civil
construction, & offer high quality products

for achieving the same.

Core Values

People - the Real Assets

» We will build a team of motivated people and will be known by such Team
* We will respect our people, motivate them to perform better, reward their contribution
and promote their well-being

Customers' Happiness
* We will establish a distribution network that helps improving lives of our customers

Stakeholders - our Partners
» We will respect the interests of our stakeholders and be responsive to them

Best Delivery
* We will always offer outstanding products and support services

Social Cause
» We will be good citizens and fulfil our social responsibilities
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Qbout Us

Cemseal Industries Limited is a company established with an object of manufacturing
and dealing in Construction Chemicals. The Company has begun with a clear focus on its goal,
mission and core values with an aim to be a serious long term player in the field of Construction
Chemicals. The Company's plants are located at Plot No. C1/B 96-97, GIDC Industrial Estate,
Kalol, Panchmabhals : 389 330 & Plot 30, Marbel Market, Sejbahar, Raipur : 492015. It is engaged
in manufacturing various types of Construction Chemicals in liquid as well as powder forms.
The Company's product portfolio of over 50 products comprises various Admixtures, Tile
Adhesives & Grouts, Waterproofing Chemicals, Wall Putty, Protective Coatings, Block Jointing

mortar and Foundation Chemicals.

The Company has acquired ‘CEMSEAL brand and other trade names from Cementone (India) Ltd.
together with the technology for manufacturing Construction Chemicals. Cementone (India) Ltd.
had earlier acquired such technology from Cementone Ltd. (UK.) and Bever Ltd. (U.K.). The
process and technology developed by U.K. companies have been proven for over 200 years
which gives an edge in developing market for its products. The Company has therefore adopted

a punch line - “Building on over 200 years’ experience”

since decades
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Cemseal's Esteemed
Customers & Projects
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OUR PREMIUM
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Testimonials

PARASAGA %

Hats off to Cemseal for the product NSA Gold. | could fix a stand-alone 8 ft x 4 ft porous designer marble on the outer wall without

any support for a well-known builder's home. A big brand in the same field failed to do so earlier. Received a big contract because

of this feat. Thank You, Cemseal!

- Narendra Prajapati, Engineer, Kalol, Gandhinagar, Gujarat.

PAGAGXSAGAS

We used 500 drums Barsol of Cemseal for anti-corrosive treatment of iron bars for a reputed government project. We are extremely
satisfied with the result in terms of coverage, quality and service. Indeed, value for money. We have decided to use the same

product and other products of Cemseal in all our future projects

T4

Shoaib S Vaja, Site Supervisor, Somnath Sanskrit University, Veraval, Gujarat -

PARASAGAS A

Cemseal is the only company that | have come across that provides fibre reinforced NSA for flooring(NSA Bronze) at a reasonable
rate managing superior quality, logistics, timely service and pricing. Value for money for traders like me. Hats off

Y

- Manish Jethwani, Raipur

WW W

All the products from Cemseal are of extremely good quality at a reasonable rate. After checking almost 6 to 7 brands including a

couple of big brands, we decided to use Cemseal Block Jointing Mortar as the first product from Cemseal in various projects.
Results achieved from the same inspired the contractors and builders to demand more of Cemseal products. So here we are - a

fullfledged distributor and a partner in the value chain of Cemseal! Looking towards great years ahead with Cemseal.

T

Shah & Sons, Vadodara -

PARASAGAS %

Full range of products from Cemseal helps us to maintain a single brand for all our needs including putty, primer, paint, tile

adhesives, epoxy at all our store locations. It improves the consistency and brand visuals pan India

-

- Darshan Dasani, Founder, Tea Post

PARASAGAS A

As a part of VC Project, we always look for products that are superior in quality and are available at reasonable rate. We prefer

genuine company with umbrella of products so that we can offer world class quality as per RERA and other acts to our customers.
Cemseal is one such company where our needs are met. We used its water-resistant Wall Putty, SBR Super Latex, Leakproof &
Cemcoat. We are extremely satisfied with the performance of all the products used so far and will try other products of Cemseal as

well in upcoming projects.

N

Rohit Movaliya , Site Engineer, VC Project & Infra Pvt Ltd -

PARASAGA %

We used SBR Super Latex as a bonding agent and Cemgrout NS - GP2 as a high strength grout in 22.5 L litres underground water

tank and 2.5 lac litres overhead water tank. We are extremely delighted with Cemseal products and services.

Y

- Rishi Patel, Project Manager, Radha Soami Satsang Beas (RSSB), Ahmedabad



CEMPROOF WP+

Liquid integral waterproofing compound

DESCRIPTION

CEMPROOF WP+ integral waterproof contains a blend of
specialised chemicals which when incorporated in concrete
reduces permeability and facilitates the construction of water
tight structures. It makes the concrete waterproof to resist both
hydrostatic pressure and capillary absorption. It Conforms to
1S:2645:2003 and 15:9103:2000 Standards.

ADVANTAGES

« Provides high strength and plasticity.
* Reduces honey combing and concrete leakages.
« Integral waterproofing solution for any type of cement work.

APPLICATIONS

Integral waterproofing compound for concrete, plaster, column, slab, staircase, water tank, basement,
floor, sunk slab, terrace and any other concrete work.

SPECIAL PROPERTIES

Resistant to penetration of water both under: a. Hydrostatic pressure b. Capillary action.

Initially alkaline; has no corrosive effect on reinforcement in mass concrete.

Is water retentive and thus aids curing, ensuring maximum strength.

Reduces attack by water-borne aggressive conditions.

Improves cohesive properties of concrete reducing segregation and bleeding.

Helps reducing crazing in rich mixes by controlling rate of water evaporation.

Aids in achieving better surface finish.

PRODUCT DATA

Appearance : Free flowing thin liquid
Colour : Wine red colour

Sp. Gravity @25°C: 1.05 + 0.02 gms/ cc
Solid Content: 13 + 0.5 %

pH value: 11to 13

PACKING
DOSAGE ML: 500

200 ml per 50 KG cement LTR: 1,5,10,20,50,210



CONFLO

Modified Ligno Sulphonate Based Water Reducer
& Integral Waterproofing Admixture

DESCRIPTION

CONFLO is a high molecular weight polymer, chloride free, high
range water reducing admixture designed as an aid to high quality
concrete production, it conforms to BS 5057 part1 (1982) and ASTM
C494 - 98 Type A & F.

ADVANTAGES

* Reduces water cement ratio. * Increases the flow and compaction in reinforcement.
* Improves strength and work ability. « Provides high early strength of concrete.

* Enables early removal of shutter. « Improves integral waterproofing quality.

 Reduces honey combing in concrete.

APPLICATIONS

« Enables a reduced Water : Cement ratio to facilitate the production of high strength concrete.

« Improves work ability at given water : cement ratio, aiding flow and compaction around
re-inforcement and the production of clean faced concrete.

« Reduces viscosity thus improving pumpability, allows slump. Concrete can be turned into
flowing concrete that requires little or no vibration for compaction.

« Enables optimum cement content for given strength requirements.

* Reduces segregation and laitance particularly in harsh gap-graded mixture.

« High range, low dosage plasticizer working at a dosage range between 0.4% to 1% by weight of cement
depending on the site mix design requirements.

PRODUCT DATA

Colour : Brown Liquid

Consistency : Low Viscosity

Specific Gravity :1.19to 1.20

Air Entrant :0to 1%

Chloride Content  : NIL

Nitrate Content - NIL

Dosage :0.200 - 0.500 liter per 50 Kg. cement

(0.4 to 1% volume to weight cement)
Packing : KG :- 1,5,10,20,50,250



BARSOL

Water Based Anti Corrosive Bar Coating

DESCRIPTION

BARSOL is most economical anti corrosive & high grip coating
for steel bar protection. It has good adhesion & gives fairly
good corrosion resistance to metal. It can be brushed or
sprayed. It gives hard & tough coating on metal surface steel-
bar, Tor-steel bar etc. It conforms to BS 4652, 1995 type-2.

ADVANTAGES

« Corrosion resistance. * Excellent adhesion to steel
« Economical. « Easy to use

+ Can be used on ferrous substrates. « Short overcoating time

« Provides positive protection of steel
components against corrosion

APPLICATIONS APPLICATION VISCOSITY
Water based anti corrosive coating for Brushing - 50 to 60 sec at 30°C by F. C. No.4
structural steel, iron bars, TMT bars, cast iron Spraying - 30 to 35 sec at 30°C by F. C. No4
and short.

PRODUCT DATA
Finish : Semi matt
Colour : Parrot Green
Covering capacity : On smooth mild steel surface : 100-110 kg steel / Itr depending
upon surface.
Drying time : Surface dry-Less than 45 minutes.
Hard dry-Less than 12 hours.
Over Layer time - Minimum 10 hours
(Above properties depend upon temperature & humidity)
Packing : 1 Itr, 4 Itr, 10 Itr, 20 Itr

Thinner Recommended : DM Water

DIRECTION FOR USE

Remove dust, oil, grease, rust & other loose flakes etc. Apply water based BARSOL by adjusting the viscosity
with water as recommended thinner for brushing or spraying. Allow BARSOL layer to hard dry.
Stir well prior to use.

PRIMARY USES METHOD OF APPLICATION
« As a preventive coating to steel reinforcing bars in concrete
« As a touch-up primer for damaged galvanized metal

« As a primer for steel substrates prior to suitable top coating

» Two coats by brush or spray at pressure of
40 to 50 P.S.I. to achieve 18 to 20

micron DFT
TECHNICAL PROPERTIES « Submerge the bar in CEMSEAL BARSOL for
Appearance - Parrot Green Solution 15 seconds before taking it out and drying
Gravity :1.20 £ 0.01 KG/M3 on the stand to achieve 18 to 20
ph 1811 micron DFT.

Solid cont. :50£1% (10 Grams, 120° C, 1 Hour)
Flow test 45+ 5 Seconds (@20% Dilution, B4 Cup)



BLOCK JOINTING MORTAR

Thin Bed AAC blocks jointing adhesive

DESCRIPTION

CEMSEAL BLOCK JOINTING MORTAR is a superior water resistance cement based mortar,
specially formulated for joining blocks. This mortar is specially designed and manufactured
under stringent quality controls to give superior adhesive strength, higher durability and a
strong bond between the blocks. This unique combination enables this mortar to be
thinner, compact and versatile. It also ensures higher bond strength and durability at only
3 mm thickness compare to the conventional mortar at 12 - 15 mm replacing the

conventional cement and sand mix mortar completely.

ADVANTAGES

* Thin joints - Only 2-3 mm joint is sufficient for
jointing of two blocks.

* Less quantity - Quantity required is 75% less than
the conventional mortar.

« Time saving - No site mixing required for various
raw materials and overall less material required in
application process.

APPLICATIONS

Cemseal block jointing mortar is a superior water
resistance cement based mortar, specially

« Easy application - Easy to mix, blend and apply due to
the smooth texture of the mortar.

 Water saver

* Eco friendly.

TECHNICAL PROPERTIES

Tensile strength @ 28 days  : > 0.5 N/mm?
Compressive strength @28 : > 6 N/mm?

formulated for joining blocks. days
Work ability : 170-180 mm sq.ft./40 kg
with 25% of water
Silt content in sand 1< 1.0%
Bulk density 1 1650-1700 kg/m3
SPECIAL PROPERTIES
Thin joints : Only 2-3 mm joint is sufficient for jointing of two blocks.
Less quantity : Quantity required is significantly less than the conventional mortar.
Time saving : No site mixing required for various raw materials and overall less material required in

application process.

Easy application : Easy to mix, blend and apply due to the smooth texture of the mortar.

Water saver : Water curing is not required after the application of CEMSEAL BLOCK JOINTING MORTAR

as it contains self curing properties.

Eco friendly.
PRODUCT CHARACTERISTICS

Physical nature : Free flowing grey powder

Water requirement : 20 to 25% by weight

Hard dry : 24 hours (depending on temperature & humidity)
Pot life : 45 to 60 minutes

Coverage (per 40 kg bag) : 170 sq.ft. (considering joint thickness of 2-3 mm)



SBR SUPER LATEX

For Waterproofing & Repairs

DESCRIPTION

SBR Super Latex for waterproofing & repairs is a high degree styrene
butadiene copolymer latex which is specially modified to be
compatible with cement based mixes. It enhances mechanical
properties such as adhesion, flexibility, compression and impact
strength of concrete and improves the thin section fragility of cement
when used as coating. It Conforms to BS 6319 part 2:1983, ASTM
C-190-85 and ASTM 881.

ADVANTAGES

* Brushable and easy to apply for waterproofing.
« Can be used as a waterproof coat.

« Is suitable for use in damp situation.

« Improves high water resistence to the mix.

* Improves adhesion and flexibility.

* Improves workability.

« Allows thinner section and reduction in water content.

* Reduces cracking.

« Improves chemical and abrasion resistance.

« Stops water leakages quickly from terrace, water tank,
sunk slab etc.

TYPICAL APPLICATION

« Helps floors to get high abrasion resistence.

« Renovation and protection of concrete against

» Waterproofing of building terraces, toilets, basements. corrosion and salt.
» Recommended for use in effluent tanks, dairies, food < Patching and bonding on to background of low suction

factories, fertilizer stores etc.
» Waterproofing of water tanks and swimming pools.

and repairing of concrete and masonry wall - internal,
external and terraces by cement mortar.

TYPICAL CHARACTERISTICS

Solids

Colour

Consistency

Shelf Life

Initial Setting Time
Initial Curing Time
Complete Curing time
Finish of the surface
Coverage as bonding
coat/passivator Coat
Bond strength
Chemical resistence
pH

Specific gravity(Kg/Itr)
DOSAGE

PACKING

42+£2%

: Fluorescent milky emulsion.

: Free flowing

: 24 Months from date of manufacturing

: 24 Hours

: 72 Hours with moist cloth or water spray
: 28 Days under water immersion

: Smooth

: First Coat 6-7 sq-mt/1 Lit. SBR

Second coat 7-8 sg-mt/1 Lit. SBR

:5N/sqg mm

: resist mild acids & alkalies
18+ 1

:1.02 + 0.02 (@30°C)

: For waterproofing : 5 KG cement: 2.5 litres water: 1 litre SBR

For repairing : 10% cement weight

: ML:- 200, 500

LTR:- 1,5,10,20,50,210



CRP

SBR LATEX

DESCRIPTION

CRP SBR LATEX is based on modified styrene butadiene latex supplied
as a ready to use bonding agent in liquid consistency. It is used for
repair of spalled concrete floors, columns, beams, chhajas & slabs.
Waterproofing of toilets & bathroomes, terraces etc. It bonds strongly
to old & new concrete and to plasters. It reduces shrinkage, prevents
cracking, dust pick up & improves abrasion resistance. It conforms to
BS 6319 Part 221983, ASTM C-190-85 and ASTM 881.

ADVANTAGES

* SBR Latex for waterproofing.

* Brushable and easy to apply for waterproofing.

« Can be used as a waterproof coat.

« Stops water leakages from terrace, water tank, sunk slab etc.

APPLICATIONS

All concrete slabs, water tank, cement sheets, terrace, repairing of old RCC structures, old and new concrete joints,
toilet, bathroom, sunk slab, filling of hairline cracks, plastering RCC structure without making grooves.

PROPERTIES SPECIFICATION

Base

Coverage

Mixing ratio

Total active solid content
Pot life @ 30°C

Specific gravity at 30°C
pH

Compressive strength
N/mm2 - 7 days

Tensile strength, N/mm?2

(BS6319 part221983)

(ASTM C -190-85)
Flexural strength, N/mm2

Slant shear bond, N/mm2
Chemical resistance to mild

ASTM 881

acids, alkalies, sulphates.
Freeze thaw resistance

DOSAGE

For waterproofing :

5 KG cement: 2 litres water: 1.5 litre CRP
For repairing :

10% of cement weight

PACKING
ML: 200, 500
LTR: 1,5,10,20,50,100,210

RESULTS
SBR Latex

(styerene, butadine rubber)
20 - 22 sq ft/Ltr. for two coats
1.5:2:5

32 +2%

30 - 45 minutes

1.01 + 0.02

7t09

Passes the specification

Passes the specification
>9

30

Resists

Excellent



CEMCRETE

Acrylic Co-polymer

DESCRIPTION

CEMSEAL CEMCRETE is composed of acrylic co-polymer & additive,
It is used as a bonding agent for new to old substrates as it
provides strong bonds to old new concrete. Improves tensile
flexural strength of concrete and increases the durability of the
structure. When mixed with cement, It forms matrix and provides
excellent waterproof coating. CEMSEAL CEMCRETE provides better
flexibility compared to other latex based solutions. It conforms to
BS 6319 part 2:1983, BS 6319 part 4:1984 & BS 7542:1992.

ADVANTAGES

« For Acrylic Polymer based waterproofing. « Restrains UV rays & direct sunlight.

* Brushable and easy to apply for waterproofing. « Stops water leakages from terrace, water tank,
+ Can be used as a waterproof coat. sunk slab etc.

APPLICATIONS

Reinforcing Steel Priming

« Apply one coat of CEMCRETE cement slurry (1:1 by volume) to all exposed steel reinforcement and allow
it to dry. A second coat application is also recommended. Allow it to dry. The surface should be thoroughly
soaked With clean water prior to application of CEMCRETE

« Apply CEMCRETE with brush or rollers on the substrate and avoid ponding and remove any excess material.
The repair or topping application should be carried out whilst the primer is still tacky.

AREA OF APPLICATION

Concrete repair - spalled concrete floor, columns, beams, chajja, slab & parapet etc.

Bond coat - Old to new concrete, masonry, stonework plaster, fixing or re-fixing slip bricks, tiles,
marbles & bedding

Priming - Reinforcement steel

Additive - Additives for renders & mortars

Coating - As an flexibiliser to cement

FEATURES & BENEFITS

Chloride content : Contains no chloride all

User Friendly : Single component ready to use, simply brushed onto concrete as a primer Bonding: Provides
excellent bond to concrete, masonry. plywood. gypsum & plaster

Strength : Improves tensile, flexural and compressive strength as compared to control concrete hence
increases the durability of structures

Compatibility : Compatible with all common cements hence it is versatile

Dust generation : Excellent as a dust proof sealer

Waterproofing : Improves waterproofing properties of cement & cementitious compositions.
Flexibility : Improves flexural strength of cement & cementitious composition

Dosage : For waterproofing: Add 1 litre Cemcrete in 1 KG of Cement For Best Results
Packing : ML:- 200, 500

LTR:- 1,5,10,20,50,210



CEMFIN 2K

Two Part Elastomeric System

DESCRIPTION

CEMFIN 2K is 2 parts polymer modified flexible cementitious water proofing membrane
coating specially formulated for concrete and masonry surface, which is supplied in ready-
mix kits (2 parts). When the dry part is mixed with acrylic-modified emulsion and applied
according to direction. The cured CEMFIN 2K will become a tough, flexible and seamless
waterproof membrane and will acts as an excellent water barrier to concrete and masonry
surface.

APPLICATIONS

* CEMFIN 2K slurry can be applied by brush or trowel. DO NOT dilute with water. Recommended coverage
rate is approximately 1.1 kg./m2/coat for 0.8 mm. (minimum 2 coat.)

* Allow the slurry to cure for at least 1 hour before applying the second coat.

AREA OF APPLICATION

« Concrete foundations, basements wall and lift pits.

« Swimming pools, water tanks and reservoirs.

« Concealed roofs, parking decks, bathroom, toilet, kitchen, balconies and planters.
» Any other concrete, cement or masonry surface subject to damage from moisture.

FEATURES & BENEFITS

* Quick drying.

« Easily applied by brush or trowel.

* Flexible.

« Excellent adhesion to concrete and masonry substrates.

+» Non toxic substances.

* Environment friendly - free Volatile Organic Compound (VOC).

« Can be applied on damp surface.

« Excellent waterproofing property - No leakage up to 10 m. hydrostatic pressure.

TECHNICAL INFORMATION COVERAGE
Properties Results 1 square meter per kg per coat
Mix Component Mix Ratio 1:2 (A: B) (Minimum 2 coats - actual
o coats may depend on the
Polymer Content >18 % surface needs).
Water Absorption < 6%
e cE PACKING
Proprietary Polymer High quality modified KG- 3. 15

acrylic polymer

Set-to-touch time 45 min
Tensile Strength - as cast 2.5 N/mmz2
Elongation at Break - as cast 60 %
Adhesion to Substrate 0.80 N/mmz2
Adhesion to Concrete at 7 day 1.75 N/mm2
Immersion in water Adhesion to 1.00 N/mm?2
Concrete at 7 day

Crack Bridging T mm



CEMPLAST

Mortar Plasticizer Admixtures For Cement Plasters

DESCRIPTION

CEMPLAST is a Vinsol resin based air entering agent, free from mﬁ
calcium chloride and designed to give plasticity with a degree of :
water resistence in the set mortar. Workability and ease of use is
ensured by the air entering qualities of the plasticizer in brick
mortars, renderings, backing coat and pointing. It Conforms to
1S:9103:2000 and 1S:2645:2003.

ADVANTAGES

« Gives ease of working by improved plasticity with consequent increased productivity

» With Cemplast the Mortar will not bleed or segregate thereby achieving cohesiveness

« Shrinkage, Cracking and crazing is minimized

* Inbuilt bonding aids reduce rebound losses

» Cemplast cuts labor costs reduces cement consumption and wastage, hereby providing
economical benefits

«Improves mortar Durability

APPLICATIONS

Plasticizer for Cement Plaster that helps in better Coverage, Work ability, and ease of use while
plastering brick, mortar & AAC block

HOW TO APPLY?
1 liter of Cemplast added to a 200 liter drum of gauging water will be sufficient for

gauging approximately 4x50 kg bags of cement to produce renders or bricklaying
mortar.

PACKING
LTR :1, 5, 10, 20, 50, 210



CEMTILE PRIMER

Back Tile Primer

DESCRIPTION

CEMTILE PRIMER is used to manufacture building adhesives and primers
with improved water resistance and good adhesion to mineral and glazed
surface, such as back tile adhesives.

Back tile adhesives with CEMTILE PRIMER retains excellent adhesion to
porcelain tiles even after long term water treatment. The high resistance
against water and alkaline enable a more durable solution for the customer.
Additionally, the rollable application of back tile adhesives enables a quick
and reliable application on the job site.

ADVANTAGES
« Improves the bonding of tile having extremely smooth back surface with Cemseal NSA.
« For other tiles, enhances the strength and bonding of NSA with tile.

APPLICATIONS
« For fixing the tiles and stones (including tile on tile) having extremely smooth back surface.
« To enhance the strength and bonding of tile with Cemseal NSA

HOW TO APPLY?
Use roller/brush to apply

COVERAGE
50-70 sq ft in 1 litre depending on workmanship

PACKING
LTR: 20














































































